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and that the station is operated only 
by persons duly authorized by the li-
censee. 

(b) Program experimental radio stations. 
The licensee shall ensure that trans-
missions are in conformance with the 
requirements in subpart E of this part 
and that the station is operated only 
by persons duly authorized by the li-
censee. 

(c) Medical testing experimental radio 
stations. The licensee shall ensure that 
transmissions are in conformance with 
the requirements in subpart F of this 
part and that the station is operated 
only by persons duly authorized by the 
licensee. 

(d) Compliance testing experimental 
radio stations. The licensee shall ensure 
that transmissions are in conformance 
with the requirements in subpart G of 
this part and that the station is oper-
ated only by persons duly authorized 
by the licensee. 

(e) Broadcast experimental stations. Ex-
cept where unattended operation is 
specifically permitted, the licensee of 
each station authorized under the pro-
visions of this part shall designate a 
person or persons to activate and con-
trol its transmitter. At the discretion 
of the station licensee, persons so des-
ignated may be employed for other du-
ties and for operation of other trans-
mitting stations if such other duties 
will not interfere with the proper oper-
ation of the station transmission sys-
tems. 

EFFECTIVE DATE NOTE: At 78 FR 25162, Apr. 
29, 2013, §§ 5.107 was revised. This section con-
tains information collection and record-
keeping requirements and will not become 
effective until approval has been given by 
the Office of Management and Budget. 

§ 5.109 Responsibility for antenna 
structure painting and lighting. 

Experimental Radio Service licensees 
may become responsible for maintain-
ing the painting and lighting of any an-
tenna structure they are authorized to 
use in accordance with part 17 of this 
chapter. See § 17.6 of this chapter. 

§ 5.110 Power limitations. 
(a) The transmitting radiated power 

for stations authorized under the Ex-
perimental Radio Service shall be lim-
ited to the minimum practical radiated 

power necessary for the success of the 
experiment. 

(b) For broadcast experimental radio 
stations, the operating power shall not 
exceed by more than 5 percent the 
maximum power specified. Engineering 
standards have not been established for 
these stations. The efficiency factor for 
the last radio stage of transmitters em-
ployed will be subject to individual de-
termination but shall be in general 
agreement with values normally em-
ployed for similar equipment operated 
within the frequency range authorized. 

§ 5.111 Limitations on use. 
(a) Stations may make only such 

transmissions as are necessary and di-
rectly related to the conduct of the li-
censee’s stated program of experimen-
tation and the related station instru-
ment of authorization, and as governed 
by the provisions of the rules and regu-
lations contained in this part. When 
transmitting, the licensee must use 
every precaution to ensure that it will 
not cause harmful interference to the 
services carried on by stations oper-
ating in accordance with the Table of 
Frequency Allocations of part 2 of this 
chapter. 

(b) A licensee shall adhere to the pro-
gram of experimentation as stated in 
its application or in the station instru-
ment of authorization. 

(c) The radiations of the transmitter 
shall be suspended immediately upon 
detection or notification of a deviation 
from the technical requirements of the 
station authorization until such devi-
ation is corrected, except for trans-
missions concerning the immediate 
safety of life or property, in which case 
the transmissions shall be suspended as 
soon as the emergency is terminated. 

§ 5.115 Station identification. 
(a) Conventional experimental radio li-

censes. A licensee, unless specifically 
exempted by the terms of the station 
authorization, shall transmit its as-
signed call sign at the end of each com-
plete transmission: Provided, however, 
that the transmission of the call sign 
at the end of each transmission is not 
required for projects requiring contin-
uous, frequent, or extended use of the 
transmitting apparatus, if, during such 
periods and in connection with such 

VerDate Sep<11>2014 13:24 Jan 16, 2015 Jkt 232207 PO 00000 Frm 00740 Fmt 8010 Sfmt 8010 Y:\SGML\232207.XXX 232207rlj
oh

ns
on

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2015-01-29T14:11:50-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




